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These decisions are with immediate application and valid until further notice. 

2020 TCR Technical Regulation 

Art. 3.6 Data Logging 
The implementation of an additional Lambda-sensor monitored by separate Lambda-module is postponed on 
2021, January 1st. 

Only cars using the Engine TCR ECU have the option to use the official air temperature sensor from the 
Scrutineering Data Logging System, for the engine management. 

Art. 7.1.a) Fuel Tank 
The upper (internal) housing may be of mild steel or aluminium 1.5mm minimum nominal thickness bolted or 
welded to the body shell or be crushable structure with similar properties as the lower housing. 

2020 TCR Technical Form, Art. 5, ELECTRICAL EQUIPMENT 

The Table “LIST OF ELECTRICAL SWITCHES or of other ELECTRIC OR ELECTRONIC COMPONENTS “ will 
be split in: 
- Table “LIST OF ELECTRICAL SWITCHES (see numbering in “Art. 901) INTERIOR”)” with detailed presentation

of positions & functions.
- Table “LIST OF ELECTRIC OR ELECTRONIC COMPONENTS” with detailed presentation of positions &

functions.
- New Table for “Other Electric & electronic switches and connectors” will be added.

The blanks will be circulated soon. 

For already certified cars Addendum (AD) will be requested. 

Andreas Bellu / WSC Technical Director 


